
Project Details
• Treatment: Scrub Cape Seal

• Location: SR 109 from the Florida state line to US 

231 in Houston County

• Construction Date: May 2026

• Contractor: Wiregrass Construction

Pavement Existing Condition
• Last Resurface: HMA Overlay in 2014

• Distresses Observed: 

➢ HMA aging

➢ Longitudinal and transverse cracking 

➢ Minor rutting

• Pavement Condition Index, PCI:  52 out of 100

• Traffic: ADT 2,000 – 5,000 with 10% trucks

• Project Length:  9.9 center miles, 2-lane highway

Preservation Treatment Details & Expected Benefits
• Scrub Cape Seal = Seal + Micro Surfacing

➢  Preserve: Seal existing cracks.

➢  Protect: Reduce moisture intrusion.

➢  Delay: Retard reflective cracking.

➢  Improve: Enhance ride quality.

➢  Extend: Increase pavement service life.

➢  Save: Reduce life-cycle cost

• Scrub Seal: 0.27 gal/SYD emulsion | 21 lb/SYD aggregate 

• Micro Surfacing: Type II | 12.0% CQS-1HP

Scrub Cape Seal
Alabama Department of Transportation

Project at Glance

PG3 Study End Game
The performance of the PG3 Study sections will be monitored. The subsequent data 

collected will support future pavement preservation decision-making and best practices. 

For more information, visit the PG3 Study Website: https://pg3study.org/

Prepared by NCPP in collaboration with MDOT, MnDOT, and NCAT in support of 

pavement preservation research and technology transfer.
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